DAHUA P2P SETUP – FOR REMOTELY VIEWING CAMERAS

- IDEAL ALTERNATIVE TO PORT FORWARDING

1. ON THE RECORDER, RIGHT CLICK ON THE LIVE PREVIEW SCREEN AND SELECT MAIN MENU

2. PLEASE LOGIN IF REQUIRED
3. SELECT THE NETWORK OPTION

4. SELECT “P2P SETTING” (BOTTOM LEFT OPTION)

5. CLICK ON “ENABLE” AND “APPLY”
6. EITHER WRITE DOWN THE “SN” OR KEEP THE SCREEN OPEN TO SCAN THE QR CODE FOR SERIAL NO.
7. ON YOUR SMARTPHONE, PLEASE INSTALL THE APP AS BELOW OR SCAN THE ABOVE QR CODE UNDER “P2P”
8. IOS – IDMSS
9. ANDROID – GDMSS
10. SELECT “CAMERA” ON THE BELOW SCREEN

11. SELECT “MENU” TOP LEFT, AND SELECT “DEVICE MANAGER”
12. **SELECT “P2P” OPTION**

<table>
<thead>
<tr>
<th></th>
<th>Add Device</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>P2P</td>
</tr>
<tr>
<td></td>
<td>Quick DDNS</td>
</tr>
<tr>
<td></td>
<td>Dahua DDNS</td>
</tr>
<tr>
<td></td>
<td>IP/Domain</td>
</tr>
<tr>
<td></td>
<td>WIFI config</td>
</tr>
</tbody>
</table>

13.  

14. **NAME: ANY SITE NAME**

15. **SN: TYPE SERIAL NO FROM “P2P” SCREEN OR SCAN THE “QR CODE” UNDER “P2P” SCREEN ON THE NVR/DVR**
16. **DEFAULT:USERNAME & PASSWORD – admin & admin**

17. **CLICK ON “START LIVE PREVIEW” TO VIEW CAMERAS.**